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2300 Strapping Machine °
automatic stainless steel REISO

strappingtechnologies

High-performance stainless steel strapper.
Maximum reliability in the harshest environments.

Manufactured with top-quality AISI 316 stainless steel.
Adjustable tension by clamping system.

Electronic control of the entire operation.

Equipped with a timer for cooling the seal to improve sealing
quality, especially on hard packages (wood, iron, etc.).
Machine ready for integration into automated lines.
Equipped with swivel wheels.

Special head with stainless steel parts.

Cycle start with a pedal or push button.

The lateral location of the seal prevents debris or liquids from
falling into the strapping head.

Maximum reliability in humid and corrosive environments.

OPTIONS:

Motorized roller table.
Motorized conveyor belt.
Pressers and pushers.

The control panel includes
pushbuttons protected against
moisture and leaks.

High-performance machine for
integration into automated lines.
Customized to meet customer needs.

- GENERAL CHARACTERISTICS

REQUIRED VOLTAGE: 110-220 / 1Ph / 50-60 Hz, 220-480v / 3Ph / 50-60 Hz
POWER: 1 Kw PRODUCTION: 25 straps / minute

MACHINE DIMENSIONS
1430 (W) x 750 (L) x 1950 (H) mm

- TECHNICAL SPECIFICATIONS

STRAP WIDTH: 9-12 mm WELDING: Adjustable
Electrical heating.
STRAP THICKNESS: 0,55 - 0,75 mm

Edition 06/25 - The manufacturer reserves the right to make changes without prior notice.

Exclusively Sold and Marketed In EAM-Mosca Corporation
US.A, Canada, Mexico, & Brazil 675 Jaycee Drive, Hazle Township, PA 18202 n e n@
www.eammosca.com | info@eammosca.com Phone: +1800.456.3420 / +1570.459.3426 E M M OSC

Fax: 570.455.2442
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2300 Flejadora o
automatica inoxidable ReISO
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Maquina inoxidable de altas prestaciones.

Maxima fiabilidad en los ambientes mas duros.
Fabricacién con acero inoxidable AISI 316 de 12 calidad.
Tension ajustable mediante sistema de pinza.

Control electrénico de toda la operacion.

Equipada con temporizador para el enfriamiento de la
soldadura para mejorar la calidad del sellado especialmente
en paquetes duros (madera, hierro, etc.).

Maquina preparada para integrar en lineas automatizadas.
Equipada con ruedas giratorias.

Cabezal especial con piezas de acero inoxidable.

Inicio de ciclo con pedal o con pulsador.

La ubicacion lateral de la soldadura evita que caigan residuos
o liquidos dentro del cabezal de flejado.

Maxima fiabilidad en ambientes humedos y corrosivos.

OPCIONES:

Mesa de rodillos motorizados.
Banda motorizada.

Pisores y empujadores.

El panel de control incluye
pulsadores protegidos ante
la humedad y las fitlraciones.

Maquina de altas prestaciones para
integrar en lineas automatizadas.
Personalizacién a medida de las
necesidades del cliente.

- CARACTERISTICAS GENERALES

VOLTAJE REQUERIDO:110-220/ 1Ph / 50-60 Hz, 220-480v / 3Ph / 50-60 Hz

CONSUMO: 1 Kw PRODUCCION: 25 flejadas / minuto

DIMENSIONES DE LA MAQUINA
1430 (W) x 750 (L) x 1950 (H) mm

- ESPECIFICACIONES TECNICAS

ANCHO DEL FLEJE: 9-12 mm SOLDADURA: Mediante

resistencia eléctrica.
GROSOR DEL FLEJE: 0,55-0,75 mm

Edicién 06/25 - El fabricante se reserva el derecho de introducir modificaciones sin previo aviso.

Exclusivamente vendido y comercializado en EAM-Mosca Corporation
Estados Unidos, Canada, México y Brasil 675 Jaycee Drive, Hazle Township, PA 18202 n e no
www.eammosca.com | info@eammosca.com Phone: +1800.456.3420 / +1570.459.3426 E M M O S C

Fax: 570.455.2442



