
LUNA
A1
REVOLUTIONIZE YOUR
END-OF-LINE [PACKAGING]
PERFORMANCE

Automatic Rotary Arm 
Stretch Wrapper

Up To 35 Pallets Per Hour

Machine Options: 
+	Motorized Hold Down Plate
+	EPS: Electronic Pre-Stretch 

System



TECHNICAL SPECIFICATIONS

Production Rate
Up to 35 pallets/hour

Load Dimensions
Height: 78” (2000 mm)
(Special height options up to 98” [2489 mm])
Accomodates up to 48” (1200 mm) x 48” (1200 mm)  size pallets
Maximum diagonal: 71” (1800 mm)

Electrical
480V / 3PH / 60Hz

Air Compression
87 PSI (6 Bar)

Stretch Wrapping Film:
Max Width: 19.5” (500 mm), Max Diameter: 9.8” (250 mm) 
Core Diameter: 3” (76 mm)

Film Thickness: Up to 140 Gauge

+	 Guaranteed savings of stretch film: 300% film 
	 pre-stretching (Achieve even more with EPS). 
+	 Top-quality materials, reliable and robust welding, and 
high-end finish, guaranteeing durability

+	 Electronic and self-adjusting tension control depending 
on the profile of the load.

+	 Cabinet and structure combined in a single unit. Saving 
space on the plant floor.

+	 Option to wrapping at ground level of the load.

SPECIAL FEATURES

©2026 EAM-Mosca Corporation. All Specifications Subject to Change Without Notice. 07/26

CONTACT US FOR A FREE CONSULTATION TODAY
www.eammosca.com | info@eammosca.com

U.S.A, Latin America & The Caribbean

EAM-Mosca Corporation
675 Jaycee Drive, Hazle Township, PA 18202
Phone: 	 +1 800.456.3420 / +1 570.459.3426

Canada

EAM-Mosca Canada Ltd.
170 William Smith Drive, Whitby, Ontario, L1N 9N3
Phone:		 +1 905.665.8225

MACHINE DIMENSIONS
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OPTIONS

+	 Pneumatical and Motorized hold down plate
+	 EPS: Electronic pre-stretch system


