
LUNA
A3
REVOLUTIONIZE YOUR
END-OF-LINE [PACKAGING]
PERFORMANCE

Automatic Rotary Arm 
Stretch Wrapper

Up To 60 Pallets Per Hour

Machine Options: 
+	Motorized Hold Down Plate
+	EPS: Electronic Pre-Stretch 

System



TECHNICAL SPECIFICATIONS

Production Rate
Up to 60 pallets/hour

Load Dimensions
Height: 78” (2000 mm)
(Special height options up to 110” [2800 mm])
Accomodates up to 48” (1200 mm) x 48” (1200 mm) size pallets
Maximum diagonal: 71” (1800 mm)

Electrical
480V / 3PH / 60Hz

Air Compression
87 PSI (6 Bar)

Stretch Wrapping Film:
Max Width: 19.5” (500 mm), Max Diameter: 9.8” (250 mm) 
Core Diameter: 3” (76 mm)

Film Thickness: Up to 140 Gauge

+	 Guaranteed savings of stretch film: 300% film 
	 pre-stretching (Achieve even more with EPS). 
+	 Top-quality materials, reliable and robust welding, and 
high-end finish, guaranteeing durability.

+	 Electronic and self-adjusting tension control depending 
on the profile of the load.

+	 Roping device
+	 Unified Siemens HMI with user-friendly interface.
+	 Option to wrapping at ground level of the load.
+	 Reliable cutting and welding device - zero film tails

SPECIAL FEATURES

OPTIONS
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+	 Pneumatical and Motorized hold down plate
+	 EPS: Electronic pre-stretch system
+	 External or built-in top sheet dispenser
+	 Integrate up to 5 conveyors
+	 Extra frame height
+	 Extra arm height


