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KZV-111
AUTOMATIC LOAD SECURING STRAPPING
MACHINE

The robust and durable strapping machine
KZV-111 is suitable for palletized packages in
all formats and shapes that do not need to
be compressed. Quick-release fasteners
secure the top-mounted, weight-reduced
SoniXs sealing unit and can be removed for
maintenance without tools.
 
The optional edge protection system, which
quickly and precisely attaches cardboard
edge protectors from above, can secure
fragile products by keeping the strap from
cutting into them.

KEY BENEFITS

Automatic Pallet Strapping

Machine

SoniXs Sealing Unit | Top

Mounted

Energy-Efficient Electrical

Drives

For PP and PET Straps

NONSTOP RESPONSIBLE

NONSTOP RELIABLE

NONSTOP INTELLIGENT

NONSTOP PROGRESSIVE
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DATASHEET.STANDARDFEATURES

SoniXs ultrasonic sealing unit

Automatic height adjustment of contact plate to bundle
height

Easy accessibility

Electrically driven contact plate with geared brake motor

Strap dispenser

Siemens PLC control with touch panel

2-column design from 2,200 mm passage width

OPTIONS

Strap sealing unit BSG 4

Contact gib

Three-part signal light incl. low strap detection

Air conditioning equipment

High speed drive

HL sealing unit with floating head (up to 4,200 N strap
tension)

Automatic top edge protection

Floating head

Flap opener with load height scanning

Automatic balk feeder (only for KOV)

Permanent lubrication bearings/sprocket

Service Locking Device
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TECHNICAL SPECIFICATIONS

Performance
Production Rate: Approx. 12 s (depending on

passage height and width)

Controls
Controls: Siemens PLC control

Conveyors
Height: from 80 mm (3.15 in) to 650 mm

(25.59 in) (others on request)

Straps
PP (Polypropylene):

Strap width: 12 mm (0.47 in)
Strap thickness: 0.55 mm (0.02 in) -
0.63 mm (0.02 in)

PET (Polyester): Strap width: 9.50 mm (0.37 in) -
12.50 mm (0.49 in)
Strap thickness: 0.54 mm (0.02 in) -
0.66 mm (0.03 in)

Electricity
Voltage: 400 V, 50 Hz, 3L+N+PE
Power: 3 kVA

Weight
Weight: 1200 kg (2645.55 lbs)

DIMENSIONS

www.mosca.com

info@mosca.com | +49 6274 / 932-0

EAM-Mosca Corporation. All Specifications Subject to

Change Without Notice. 02/2026

https://www.mosca.com/
mailto:info@mosca.com


DIMENSIONS

www.mosca.com

info@mosca.com | +49 6274 / 932-0

EAM-Mosca Corporation. All Specifications Subject to

Change Without Notice. 02/2026

https://www.mosca.com/
mailto:info@mosca.com

