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END-OF-LINE [PACKAGING]
REVOLUTIONIZE YOUR
PERFORMANCE

1 Pallet/min (3 Straps)/Operator

Dependent

Quick and easy strap coil change

Available in Three Power Supply

Versions

Strap at any height from 140 mm

from the ground



REISOPACK
2820/2830
SEMI-AUTOMATIC HORIZONTAL
STRAPPING MACHINE

The 2820/2830 is an easy-to-use, semi-automatic strapping
machine. The machine can be moved to the pallet, avoiding the need
to move the load before strapping. Ideal for producers who palletize
by hand, this machine can be moved to the pallet. Manually strap
pallets horizontally from 5.3” from the ground up to 94.5”. 

NONSTOP RESPONSIBLE

NONSTOP RELIABLE

NONSTOP INTELLIGENT

NONSTOP PROGRESSIVE

Want to see
the

Reisopack
2820/2830 in

action? Use
the QR code

to learn
more.
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TECHNICAL SPECIFICATIONS

Performance
Production Rate: Operator Dependent

Electricity
Voltage: 120 V, 60 Hz, 1 Ph
Power: 0.5 kW

OPTIONS

Plug version (2840)

Battery version (2830)

Replaceable batteries version (2820)

Battery changing car
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